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HYDRAULIC MOTOR BLOCKS
TYPE BV
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Page 8.1

BVR .. ..

ORDERING CODE

Code Hydraulic scheme

01

02

AB

B1 A1

AB

B1 A1

HYDRAULIC MOTOR BLOCKS
TYPE BV

Type Port threads GPnom.

barL/min -

Nom. flow rate

BVR 12.. 60 210 G1/2 - DIN 3852

BVR 78.. 60 210 7/8-14UNF - ISO 11926

-

O-ring

26x2

23,6x2,65

BV   R  12   01

Type
Port threads G - code:

12G1/2           -
7/8-14 UNF- 78

Hydraulic motor type - code
MP or MR           - R

Scheme code:
01; 02

A B

A1 B1

H

mm

H

38

35
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BVS .. ..

ORDERING CODE

Code Hydraulic scheme

01

02

AB

B1 A1

AB

B1 A1

HYDRAULIC MOTOR BLOCKS

TYPE BV

AB

A1
B1

Type Port threads GPnom.

barL/min -

Nom. flow rate

BVS 12.. 60 210 G1/2 - DIN 3852

BVS 78.. 60 210 7/8-14UNF - ISO 11926

-

O-ring

26x2

23,6x2,65

BV   S  12   01

Type
Port threads G - code:

12G1/2           -
7/8-14 UNF- 78

Hydraulic motor type - code
MS                   - S

Scheme code:
01; 02
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Page 8.3

BVR 12... / ...

HYDRAULIC MOTOR BLOCKS
TYPE BV

Type Port threads GPmax.

barL/min -

Nominal flow rate

250 G1/2 - DIN 3852

-

O-ring

23,6x2,65

ORDERING CODE
BV   R  12   03A / 24

Type Port threads G - code:
12G1/2           -

Scheme code:
03A; 03B

Hydraulic motor type - code
MR                - R

Operating voltage - code:
12
24
110
220

12V/00Hz          -
24V/00Hz          -

110V/50Hz          -
220V/50Hz          -

BVR 12.../... 60

213

90

93

8,
5

17 36

20
20

28
,5

36

20
20

37

Ф8,54x

144xФ

2x O-ring

20
36

36

Code Hydraulic scheme

03A

03B

B A

P T

B A

P T

P

T

B

A
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BVS 12... / ...

HYDRAULIC MOTOR BLOCKS
TYPE BV

Type Port threads GPmax.

barL/min -

Nominal flow rate

250 G1/2 - DIN 3852

-

O-ring

23,6x2,65

Code Hydraulic scheme

03A

03B

ORDERING CODE
BV   S  12   03A / 24

Type Port threads G - code:
12G1/2           -

Scheme code:
03A; 03B

Hydraulic motor type - code
MS                - S

Operating voltage - code:
12
24
110
220

12V/00Hz          -
24V/00Hz          -

110V/50Hz          -
220V/50Hz          -

BVS 12.../... 60

BA

P T

BA

P T
90

70

11
,5

5
2232

14

532

42

192

48

1734

16
,5

24
,5

Ф16,52x
Ф10,52x

2xO-ring

2xG

А

В

Р

Т
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46 cst oil at 50°C

50

60
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40

D
P

[b
a
r]

DP=f(Q)

Q=[l/min]

BVR .. 04/..

HYDRAULIC MOTOR BLOCKS

TYPE BV

ORDERING CODE

Code ColourAdj. pressure range
barbar

10

25 180

80 10...100 White

Yellow30...250

-

Pressure range

Standard setting (Q=5l/min)

BV  R  12  04 / A10 A - B25 A

Type

Pressure range code
valve “B”:

10; 25

Hydraulic motor type - code:
MP or MR          - R

Scheme code:
04

Port threads G - code
12G1/2             -

Adjustment code:
A; B; C

(see table above)

Pressure range code
valve “A”:

10; 25

Adjustment code:
A;B; C

(see table above)

Code Hydraulic scheme

04

B A

B1 A1

A

B

Type Port threads GPmax.

barL/min

BVR 1204 /... .-... 250 G1/2 - DIN 3852

-

Nom. flow rate

50

Code Adjustment

A
Leakproof hex.
socket screw

B
Handknob
and locknut

C Sealing cap

AB

A1

B1 valve ”B”

valve ”A”
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVS .. 04/..

ORDERING CODE

46 cst oil at 50°C

50

60

10 20 30 40 50 60
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A A1 B1 B� � �

40
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r]

DP=f(Q)

Q=[l/min]

Code ColourAdj. pressure range
barbar

10

25 180

80 10...100 White

Yellow30...250

-

Pressure range

Standard setting (Q=5l/min)

Type Port threads GPmax.

barL/min

BVS 1204 /... .-... 250 G1/2 - DIN 3852

-

Nom. flow rate

50

Code Hydraulic scheme

04

B A

B1 A1

AB

BV  S  12  04 / A10 A - B25 A

Type

Pressure range code
valve “B”:

10; 25

Hydraulic motor type - code:
MS                   - S

Scheme come:
04

Port threads G - code:
12G1/2            -

Adjustment code:
A; B; C

(see table above)

Pressure range code
valve “A”:

10; 25

Adjustment code:
A; B; C

(see table above)

Code Adjustment

A
Leakproof hex.
socket screw

B
Handknob
and locknut

C Sealing cap

B1

A1

B

A

valve ”B”

valve ”A”
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BVR .. 05 ..

Page 8.7

HYDRAULIC MOTOR BLOCKS

TYPE BV

TP

A B

Code Hydraulic scheme

05

ORDERING CODE
BV   R  12   05 AL

Type

Port threads - code:
12G1/2             -

7/8-14 UNF  - 78

Scheme code:
05

Hydraulic motor type - code
MP or MR           - R

Body material - code:
Cast iron        -
Aluminium      -

Omit
AL

Type Port threads GPmax.

barL/min

BVR 1205 .. 90 250 G1/2 - DIN 3852

-

Flow rate max. “P”

BVR 7805 .. 90 250 7/8-14UNF - ISO 11926

L/min

70

Max. flow at “A”

70

-

23,6x2,65

O-Ring

26x2
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92 76

8

20
36

25 36

90

АB

13 32,5

18
25

,5

1 1...1 15 6

2xG

2xO-Ring

47
Ф13,52x

Ф8,52x
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVS .. 05 ..

ORDERING CODE

Type

Port threads - code:
12G1/2             -

7/8-14 UNF  - 78

Scheme code:
05

Hydraulic motor type - code
MS                      - S

Body material - code:
Cast iron        -
Aluminium      -

Omit
AL
LBrass              -

Type Port threads GPmax.

barL/min

BVS 1205 .. 90 250 G1/2 - DIN 3852

-

Flow rate max. “P”

BVS 7805 .. 90 250 7/8-14UNF - ISO 11926

L/min

70

Max. flow at “A”

70

-

22x2,65

O-Ring

26x2

BV   S  12   05 AL

TP

A B

Code Hydraulic scheme

05
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2xO-Ring

A

B

1
2
0
..
.1

3
0

39



BVR .. 05VS ..

Page 8.9

HYDRAULIC MOTOR BLOCKS

TYPE BV

ORDERING CODE
BV   R  12   05VS AL

Type

Port threads - code:
12G1/2             -

7/8-14 UNF  - 78

Scheme code:
05VS

Hydraulic motor type - code
MP or MR           - R

Body material - code:
Cast iron        -
Aluminium      -

Omit
AL

Code Hydraulic scheme

05VS

TP

A B

Type Port threads GPmax.

barL/min

BVR 1205VS .. 90 250 G1/2 - DIN 3852

-

Flow rate max. “P”

BVR 7805VS .. 90 250 7/8-14UNF - ISO 11926

L/min

70

Max. flow at “A”

70

-

22x2,65

O-Ring

26x2

bar

15...250

Adj. pressure range

15...250

9
2

8

2
0

7
6

3
6

25 36

90

4
7

32,5

1
8

2
5

,5

1 1...1 15 6

8
2 1
0

Ф13,52x

Ф8,52x

2xO-ring

13

В

А
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVS .. 05VS ..

ORDERING CODE

Type

Port threads - code:
12G1/2             -

7/8-14 UNF  - 78

Scheme code:

05VS
Hydraulic motor type - code

MS                      - S

Body material - code:
Cast iron        -
Aluminium      -

Omit
AL
LBrass              -

BV   S  12   05VS AL

Code Hydraulic scheme

05VS

TP

A B

Type Port threads GPmax.

barL/min

BVS 1205VS .. 90 250 G1/2 - DIN 3852

-

Flow rate max. “P”

BVS 7805VS .. 90 250 7/8-14UNF - ISO 11926

L/min

70

Max. flow at “A”

70

-

22x2,65

O-Ring

26x2

bar

15...250

Adj. pressure range

15...250
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80

115

37

532

42

11
,5

5
2232

Ф172x

Ф10,52x
13

45

18

64

11
6.

..1
26

142

2G

82

S3

46

70

35

S3

2xO-ring

А

В

39



BVR .. 06
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HYDRAULIC MOTOR BLOCKS

TYPE BV

B1

A1

46 cst oil at 50°C

50

10 20 30 40 50 60

10

0

20

30

40

D
P

[b
a
r]

DP=f(Q)

Q=[l/min]

A A� 1

Code Hydraulic scheme

06

A

B1 A1

B C

ORDERING CODE
BV   R  12   06

Type

Port threads G - code:
12G1/2                 -

7/8-14 UNF      - 78
22M22x1,5           -

Scheme code:
06

Hydraulic motor type - code
MP or MR                - R

Type Port threads GPmax.

barL/min

BVR 1206 60 250 G1/2 - DIN 3852

-

Nominal flow rate

BVR 7806 60 250 7/8-14UNF - ISO 11926

bar

60...250

Adj. pressure range

60...250

BVR 2206 60 250 M22x1,5 - DIN 385260...250

-

4,25:1

Pressure ratio

4,25:1

4,25:1

Port threads G1

G1/4 - DIN 3852

-

7/16-20UNF - ISO 11926

M14x1,5 - DIN 3852

B

A

C

63

4819
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVS .. 06

B

A

C

B1

A1

A

B1 A1

CB

Code Hydraulic scheme

06

ORDERING CODE
BV   S  12   06

Type

Port threads G - code:
12G1/2                 -

7/8-14 UNF      - 78
22M22x1,5           -

Scheme code:
06

Hydraulic motor type - code
MS                - S

Type Port threads GPmax.

barL/min

BVS 1206 60 250 G1/2 - DIN 3852

-

Nominal flow rate

BVS 7806 60 250 7/8-14UNF - ISO 11926

bar

60...250

Adj. pressure range

60...250

BVS 2206 60 250 M22x1,5 - DIN 385260...250

-

4,25:1

Pressure ratio

4,25:1

4,25:1

Port threads G1

G1/4 - DIN 3852

-

7/16-20UNF - ISO 11926

M14x1,5 - DIN 3852

46 cSt oil at 50°C

50
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10 20 30 40 50 60
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A A1;Pb=60 bar�

�(B B1)
40
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DP=f(Q)

Q=[l/min]

B B1;Pa=60 bar�

�(A A1)

250
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D
P
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r]

Q=[l/min]

B1 B;Pa=0 bar�

�(A1 A)
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVS 34 06

A

B1 A1

CB

Code Hydraulic scheme

06

ORDERING CODE
BV     S  34   06

Type Port threads G - code:
G -3/4 34

Scheme code:
06

Hydraulic motor type - code
MS                - S

Type Port threads GPmax.

barL/min

BVS 3406 100 250 G3/4 - DIN 3852

-

Nominal flow rate
bar

70...250

Adj. pressure range
-

4,25:1

Pressure ratio Port threads G1

G1/8 - DIN 3852

-

15,3532

42

13
,5

5
22 32 60

110

161

68

Ф16,52x

Ф10,52x
28,52xФ

2xO-ring 23,6x2,65

20
59

85

34

21
G12xG

10
,5
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BVT .... 06

Page 8.14

HYDRAULIC MOTOR BLOCKS

TYPE BV

C

A

B1

A1

B

A

B1 A1

CB

Code Hydraulic scheme

06

ORDERING CODE
BV   T  34   06

Type

Port threads G - code:
34G3/4                 -

1 1/16-12 UN   - 1116
27M27x2              -

Scheme code:
06

Hydraulic motor type - code
MT - T

Type Port threads GPmax.

barL/min

BVT 3406 100 250 G3/4 - DIN 3852

-

Nominal flow rate

BVT 111606 100 250 1 1/16-12UN - ISO 11926

bar

60...250

Adj. pressure range

60...250

BVT 2706 100 250 M27x2 - DIN 385260...250

-

4,25:1

Pressure ratio

4,25:1

4,25:1

Port threads G1

G1/4 - DIN 3852

-

7/16-20UNF - ISO 11926

M14x1,5 - DIN 3852
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BVV 0106

Page 8.15

HYDRAULIC MOTOR BLOCKS

TYPE BV

A

B1 A1

CB

Code Hydraulic scheme

06

Tel.: +359 431/62 228

www.hpt-bg.com

3, Vojeli St., Kazanlak, Bulgaria

e-mail: info@hpt-bg.com

P
H

T
P
H

T

idro
nevmo
ehnika

ORDERING CODE BV   V  01   06

Type Port threads G - code:
01G1"                   -

Scheme code:
06

Hydraulic motor type - code
MV                - V

Type
Port threads GPmax.

barL/min

BVV 0106 200 250 G1" - DIN 3852

-

Nominal flow rate

bar

60...250

Adj. pressure range

-

4,25:1

Pressure ratio Port threads G1

G1/4 - DIN 3852

-

223

165
13,5

13,5

24

23
,4

23
,4

50
35

23
,4

23
,4

13,5
13,5

99,5

12
0

70

Ø272x

Ø37,62x
2xO-ring 32,5x2,65

Ø194x

Ø12,54x

13

30 13

29
,5

58

147

78

G1
2xG

C

B

A
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVR .. 07

CB A

B1 A1

Code Hydraulic scheme

07

ORDERING CODE

46 cSt oil at 50°C

50
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A A1;Pb=60 bar�

�(B B1)
40
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Q=[l/min]

B B1;Pa=60 bar�

�(A A1)

250

10 20 30 40 50 60

50

100

150

200

D
P

[b
a
r]

Q=[l/min]

B1 B;Pa=0 bar�

�(A1 A)

BV   R  12   07  D

Type

Port threads G - code:
12G1/2                 -

7/8-14 UNF      - 78
22M22x1,5           -

Scheme code:
07

Hydraulic motor type - code
MP or MR           - R

Type Port threads GPmax.

barL/min

BVR 1207 60 250 G1/2 - DIN 3852

-

Nominal flow rate

BVR 7807 60 250 7/8-14UNF - ISO 11926

bar

60...250

Adj. pressure range

60...250

BVR 2207 60 250 M22x1,5 - DIN 385260...250

-

4,25:1

Pressure ratio

4,25:1

4,25:1

Port threads G1

G1/4 - DIN 3852

-

7/16-20UNF - ISO 11926

M14x1,5 - DIN 3852

C

B1

A1

B

A

Body material - code:
Cast iron - Omit

- DAluminium
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVR .. 07C

CB A

B1 A1

Code Hydraulic scheme

07

ORDERING CODE BV   R  12   07   C

Type

Port threads G - code:
12G1/2                 -

7/8-14 UNF      - 78
22M22x1,5           -

Scheme code:
07

Hydraulic motor type - code
MP or MR           - R

Type Port threads GPmax.

barL/min

BVR 1207C 60 250 G1/2 - DIN 3852

-

Nominal flow rate

BVR 7807C 60 250 7/8-14UNF - ISO 11926

bar

60...250

Adj. pressure range

60...250

BVR 2207C 60 250 M22x1,5 - DIN 385260...250

-

4,25:1

Pressure ratio

4,25:1

4,25:1

Port threads G1

G1/4 - DIN 3852

-

7/16-20UNF - ISO 11926

M14x1,5 - DIN 3852

Modification

149

90

38
,3

18

20
20

36

20
20

80

73

98,6

36

46

27
,5

Ф8,54x

Ф13,54x

2xO-ring 23.6x2.65

S4

G1

2xG

36,5

26

16
,5

42

18,5

50,5

3,
5

B1

A1

C

B

A

1 - f(Q) the check  valve - line 1 /B B1/Δp= through А→А →

2 - - line A1 / 1Δp=f(Q) through the relief valves →A B →B/
T 250 bar at a .he valves are adjusted  at 5 l/min flow

Pilot is .pressure 110 bar

DP=f(Q)

2. Working fluid: Viscosity - 10...100 mm /s;
Temperature range: -20°C...+80°C;
Filtration absolute: 25 μm.

2

Note: 1. All performances and calibrations are carried out by
using hydraulic oil with viscosity approx. 46 cSt at 50°C

1 - T 180 bar at a .he valves are adjusted  at 5 l/min flow

P=f(Q)

A1 A/B1 B/� �

P
[b

a
r]

Q [l/min]
0 10 20 30 40 50 60

0

100

200

300

400

1

2

2 - T 250 bar at a .he valves are adjusted  at 5 l/min flow

(A A1/B B1/)� �

(A1 A/B1 B/)� �

0

D
P

[b
a
r]

Q [l/min]

10 20 30 40 50 60
0

10

20

30

40
50

60

2

1

Pnevmo
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Tehnika
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HYDRAULIC MOTOR BLOCKS

TYPE BV

CB A

B1 A1

Code Hydraulic scheme

07

C

B1

A1

B

A

46 cSt oil at 50°C

50

60

10 20 30 40 50 60

10

20

30

A ;Pb=60 bar�

�

A1
(B B1)

40

D
P

[b
a
r]

DP=f(Q)

Q=[l/min]

B B1;Pa=60 bar�

�(A A1)

250

10 20 30 40 50 60

50

100

150

200

D
P

[b
a
r]

Q=[l/min]

B1 B;Pa=0 bar�

�(A1 A)

ORDERING CODE BV   S  12   07

Type

Port threads G - code:
12G1/2                 -

7/8-14 UNF      - 78
22M22x1,5           -

Scheme code:
07

Hydraulic motor type - code
MS                 - S

Type Port threads GPmax.

barL/min

BVS 1207 60 250 G1/2 - DIN 3852

-

Nominal flow rate

BVS 7807 60 250 7/8-14UNF - ISO 11926

bar

60...250

Adj. pressure range

60...250

BVS 2207 60 250 M22x1,5 - DIN 385260...250

-

4,25:1

Pressure ratio

4,25:1

4,25:1

Port threads G1

G1/4 - DIN 3852

-

7/16-20UNF - ISO 11926

M14x1,5 - DIN 3852

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro



Page 8.19

HYDRAULIC MOTOR BLOCKS

TYPE BV

BVT .. 07

CB A

B1 A1

Code Hydraulic scheme

07

46 cSt oil at 50°C

50

60

20 40 60 80 100 120

10

20

30

40

D
P

[b
a
r]

DP=f(Q)

Q=[l/min]

B1 B;Pa=60 bar�

�(A1 A)

250

10 20 30 40 50 60

50

100

150

200

D
P

[b
a
r]

Q=[l/min]

B1 B;Pa=0 bar�

�(A1 A)

ORDERING CODE
BV   T  34   07

Type

Port threads G - code:
34G3/4                 -

1 1/16-12 UN   - 1116
27M27x2              -

Scheme code:
07

Hydraulic motor type - code
MT - T

Type Port threads GPmax.

barL/min

BVT 3407 100 250 G3/4 - DIN 3852

-

Nominal flow rate

BVT 111607 100 250 1 1/16-12UN - ISO 11926

bar

60...250

Adj. pressure range

60...250

BVT 2707 100 250 M27x2 - DIN 385260...250

-

4,25:1

Pressure ratio

4,25:1

4,25:1

Port threads G1

G1/4 - DIN 3852

-

7/16-20UNF - ISO 11926

M14x1,5 - DIN 3852

C

B1

A1

B

A

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVV 01 07

CB A

B1 A1

Code Hydraulic scheme

07

e-mail: info@hpt-bg.com
Tel.: +359 431/62 228
3, Vojeli St., Kazanlak, Bulgaria

www.hpt-bg.com

T

H
P
T

H
P

idro

ehnika
nevmo

ORDERING CODE
BV   V  01   07

Type Port threads G - code:
01G1"                   -

Scheme code:
07

Hydraulic motor type - code
MV                - V

Type
Port threads GPmax.

barL/min

BVV 0107 200 250 G1" - DIN 3852

-

Nominal flow rate

bar

60...250

Adj. pressure range

-

4,25:1

Pressure ratio Port threads G1

G1/4 - DIN 3852

-

238

165

12
0

99,5

13,5
13,5

24

35
50

23
,4

23
,4

23
,4

23
,4

13,5
13,5

194xØ

70

13

12,5

272xØ
37,62xØ

2xO-ring 32,5x2,65

4xØ

30

147

78

29
,5

58

13

2xG
G1 C

B

A



BVR .. 08/ ... .-... . -1

HYDRAULIC MOTOR BLOCKS

TYPE BV

www.hpt-bg.com

Fax.:+359 431/62 019
e-mail: info@hpt-bg.com

3, Vojeli St., Kazanlak, Bulgaria
Tel.: +359 431/62 228

P
T

H
P
T

Hidro
nevmo
ehnika

Code Adjustment

A
Leakproof hex.
socket screw

B
Handknob
and locknut

C Sealing cap

Code ColourAdj. pressure range
barbar

10

25 180

80 10...100 White

Yellow30...250

-

Pressure range

Standard setting (Q=5l/min)

Type Port threads GPmax.

barL/min

BVR 1208 /... .-... .-1 250 G1/2 - DIN 3852

-

Nom. flow rate

60

B1 A1

B A

Code Hydraulic scheme

08 B
A

BVR 7808 /... .-... .-1 250 7/8-14UNF - ISO 1192660

BVR 2208 /... .-... .-1 250 M22x1,5 - DIN 385260

D
mm

28,5

29,3

28,5

-

O-ring

23,6x2,65

26x2

23,6x2,65

30
144

8

Ф8,54x

13,54xФ

2xD2xO-ring

S4

S4
2xG

B

A

70

1736

28

36

20

20
20

20

92

colour

colour

valve "B"

valve"A"

B1

A1

Page 8.21

ORDERING CODE BV  R  12  08  / A10 A - B25 A - 1

Type

Pressure range code
valve “B”:

10; 25

Hydraulic motor type - code:
MP or MR            - R

Port threads G - code
12
78
22

G1/2             -
7/8-14 UNF  -
M22x1,5       -

Adjustment code:
A; B; C

(see table above)

Pressure range code
valve “A”:

10; 25

Adjustment code:
A; B; C

(see table above)

Scheme code:
08

Modification



BVS .. 08../... .-... .-1

Page 8.22

HYDRAULIC MOTOR BLOCKS
TYPE BV

e-mail: info@hpt-bg.com

Tel.: +359 431/62 228
Fax.:+359 431/62 019

www.hpt-bg.com

3, Vojeli St., Kazanlak, Bulgaria

P
T

H
P
T

Hidro
nevmo
ehnika

Code Adjustment

A
Leakproof hex.
socket screw

B
Handknob
and locknut

C Sealing cap

Code ColourAdj. pressure range
barbar

10

25 180

80 10...100 White

Yellow30...250

-

Pressure range

Standard setting (Q=5l/min)

B1 A1

B A

Code Hydraulic scheme

08
A

B

B

A

B1

A1

14 42

5 32

30
27 22

5

70

92

30

13
,2

148

8

Ф16,52x

Ф10,52x 2xG

2xD2xO-ring

colour

valve "B"

valve "A"

colour

ORDERING CODE BV  S  12  08  / A10 A - B25 A - 1

Type

Pressure range code
valve “B”:

10; 25

Hydraulic motor type - code:
MS                    - S

Port threads G - code
12
78
22

G1/2             -
7/8-14 UNF  -
M22x1,5       -

Adjustment code:
A; B; C

(see table above)

Pressure range code
valve “A”:

10; 25

Adjustment code:
A; B; C

(see table above)

Scheme code:
08

Modification

Type Port threads GPmax.

barL/min

BVS 1208 /... .-... .-1 250 G1/2 - DIN 3852

-

Nom. flow rate

60

BVS 7808 /... .-... .-1 250 7/8-14UNF - ISO 1192660

BVS 2208 /... .-... .-1 250 M22x1,5 - DIN 385260

D
mm

28,5

29,3

28,5

-

O-ring

23,6x2,65

26x2

23,6x2,65



BVT 34 08-1/.. .

Page 8.23

HYDRAULIC MOTOR BLOCKS

TYPE BV

A

www.hpt-bg.com
e-mail: info@hpt-bg.com

3, Vojeli St., Kazanlak, Bulgaria
Tel.: +359 431/62 228

T
P
H

T
P
H

nevmo
ehnika

idro

ORDERING CODE

Code Adjustment

A
Leakproof hex.
socket screw

B
Handknob
and locknut

C Sealing cap

Code ColourAdj. pressure range
barbar

10

25 180

80 10...100 White

Yellow30...250

-

Pressure range

Standard setting (Q=5l/min)

BV  T  34  08-1 ..../ A10 A - B25 A

Type

Pressure range code
valve “B”:

10; 25

Hydraulic motor type - code:
MT - T

Port threads G - code
34G3/4             -

Adjustment code:
A; B; C

(see table above)

Pressure range code
valve “A”:

10; 25

Adjustment code:
A; B; C

(see table above)

Type Port threads GPmax.

barL/min

BVT 3408-1 /... .-... . 250 G3/4 - DIN 3852

-

Nom. flow rate

100

Scheme code:
08

Body material - code:
Cast iron        - Omit

Code Hydraulic scheme

08

B1 A1

B A

B
A

B

A

colour

valve ”A”

valve ”B”

2xG

s
e
ri
e
s



BVV 01 08../... .-... .

Page 8.24

HYDRAULIC MOTOR BLOCKS
TYPE BV

3, Vojeli St., Kazanlak, Bulgaria
Tel.: +359 431/62 228

www.hpt-bg.com
e-mail: info@hpt-bg.com

P
T

H
P
T

H
nevmo
idro

ehnika

ORDERING CODE BV  V  01  08      / A10 A - B20 A

Type

Pressure range code
valve “B”:
10; 20; 35

Hydraulic motor type - code:
MV                    - V

Port threads G - code
01G1"             -

Adjustment code:
A

(see table above)

Pressure range code
valve “A”:
10; 20; 35

Adjustment code:
A

(see table above)

Scheme code:
08

Body material - code:
Cast iron        -
Aluminium      -

Omit
AL

Type
Port threads GPmax.

barL/min

BVV 0108 /... .-... . 250 G1 - DIN 3852

-

Nom. flow rate

200

B1 A1

B A

Code Hydraulic scheme

08
A

B

165

142

62

35
5024

23
,4

23
,4

23
,4

23
,4

13,5
13,5

13,5
13,5

�194x

�12,54x

12
,5

27
,5

65

25 50

2xG

�27

37,6Ø

2xO-ring 32,5x2,65

Code
ColourAdj. pressure range

barbar

10

20 180

80 10...100 White

Yellow15...200

-

Pressure range

Standard setting (Q=5l/min)

35 250 20...350 Black

Code Adjustment

A
Leakproof hex.
socket screw
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVR 12 09/.. .-.. .

ORDERING CODE BV  R  12  09 / A10 A - B25 A

Type

Pressure range code
valve “B”:

10; 25

Hydraulic motor type - code:
MP or MR          - R

Scheme code:
09

Port threads A,B - code
12G1/2             -

Adjustment code:
A; B; C

(see table above)

Pressure range code
valve “A”:

10; 25

Adjustment code:
A; B; C

(see table above)

B1

A1

B

A

colour

colour

valve ”B”

valve ”A”

Code Adjustment

A
Leakproof hex.
socket screw

B
Handknob
and locknut

C Sealing cap

Code ColourAdj. pressure range
barbar

10

25 180

210 10...100 White

Yellow30...250

-

Pressure range relief valve

Standard setting (Q=5l/min)

Type Ports threads
A,B

Pmax.

barL/min

BVR 1209 50 250 G1/2 - DIN 3852

-

Nominal flow rate

bar

60...250

Adj. pressure range
overcenter valve

-

4,25:1

Pressure ratio
overcenter valve

55

97
,3

92

53
2xO-ring 23,6x2,65

Code Hydraulic scheme

09

B1A1

BA

valve

B
valve

A

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro
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HYDRAULIC MOTOR BLOCKS

TYPE BV

B1A1

BA

Code Hydraulic scheme

10

3, Vojeli St., Kazanlak, Bulgaria
Tel.: +359 431/62 228

e-mail: info@hpt-bg.com
Fax.:+359 431/62 019

www.hpt-bg.com

H
P
T

H
P
T

nevmo
ehnika

idro

Code ColourAdj. pressure range
barbar

10

25 180

80 10...100 White

Yellow30...250

-

Pressure range

Standard setting (Q=5l/min)

Code Adjustment

A
Leakproof hex.
socket screw

B
Handknob
and locknut

C Sealing cap

Type

BVR 1210 /... .-1

BVR 7810 /... .-1

Port threads GPmax.

barL/min

250 G1/2 - DIN 3852

-

Nom. flow rate

60

250 7/8-14UNF - ISO 1192660

250 M22x1,5 - DIN 385260

D
mm

28,5

29,3

28,5

-

O-ring

23,6x2,65

26x2

23,6x2,65BVR 2210 /... .-1

B

A

B1

A1

13
,2

8

Ф8,54x

13,54xФ

2xD

2xG

2x O-ring

107
30

70

17

28

20
20

36

20
20

92

36

S4

colour

ORDERING CODE BV  R  12  10 ...  /  10 A - 1

Type Hydraulic motor type - code:
MR                    - R

Port threads G - code
12
78
22

G1/2             -
7/8-14 UNF  -
M22x1,5       -

Pressure range code
valve “A”:

10; 25

Adjustment code:
A; B; C

(see table above)

Scheme code:
10

Body material - code:
Steel        - Omit

Modification
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVS ...10/.. .-1

B1A1

BA

Code Hydraulic scheme

10

3, Vojeli St., Kazanlak, Bulgaria

Fax.:+359 431/62 019

www.hpt-bg.com
e-mail: info@hpt-bg.com

Tel.: +359 431/62 228

P
H

T
P
H

T ehnika
nevmo
idro

Code ColourAdj. pressure range
barbar

10

25 180

80 10...100 White

Yellow30...250

-

Pressure range

Standard setting (Q=5l/min)

Code Adjustment

A
Leakproof hex.
socket screw

B
Handknob
and locknut

C Sealing cap

A1

B1

70
92

14

5 32

42

30

5
2232

A

B

colour

S4

30

8
Ф16,52x

Ф10,52x

2xO-ring 2xD

107

2xG

13
,5

Type

BVS 1210 /... .-1

BVS 7810 /... .-1

Port threads GPmax.

barL/min

250 G1/2 - DIN 3852

-

Nom. flow rate

60

250 7/8-14UNF - ISO 1192660

250 M22x1,5 - DIN 385260

D
mm

28,5

29,3

28,5

-

O-ring

23,6x2,65

26x2

23,6x2,65BVS 2210 /... .-1

ORDERING CODE BV  S  12  10 ...  /  10 A - 1

Type Hydraulic motor type - code:
MS                    - S

Port threads G - code
12
78
22

G1/2             -
7/8-14 UNF  -
M22x1,5       -

Pressure range code
valve “A”:

10; 25

Adjustment code:
A; B; C

(see table above)

Scheme code:
10

Body material - code:
Steel        - Omit

Modification



BVR .. 11. ../ ...

Page 8.28

HYDRAULIC MOTOR BLOCKS

TYPE BV

ORDERING CODE

BV   R  12  11A AL / 24

Type

Port threads - code:
12G1/2             -

7/8-14 UNF  - 78

Scheme code:
11A; 11B

Hydraulic motor type - code
MP or MR           - R

Body material - code:
Cast iron        -
Aluminium      -

Omit
AL

Type Port threads GPmax.

barL/min

BVR 1211. ../ ... 80 250 G1/2 - DIN 3852

-

Flow rate max. “P”

BVR 7811. ../ ... 80 250 7/8-14UNF - ISO 11926

L/min

60

Max. flow at “A”

60

-

23,6x2,65

O-Ring

26x2

Code Hydraulic scheme

11A

11B

B A

P T

B A

P T

Operating voltage - code:
12
24
110
220

12V/00Hz          -
24V/00Hz          -

110V/50Hz          -
220V/50Hz          -

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro

16

20
3625

90
3676

10
0

47

77

185

71

18
24

13 33

10
3

2XG

2 x O-ring

10

Ф8,52x

Ф13,52x

P

T

AB
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Page 8.29

HYDRAULIC MOTOR BLOCKS

TYPE BV

B1 A1

B A

Code Hydraulic scheme

12

Type Opening pressurePnom.

barL/min bar

Nom. flow rate

BVR 1212 50 210 0,25

ORDERING CODE
BV   R  12   12

Type
Port threads G - code:

12G1/2           -
7/8-14 UNF - 78

Hydraulic motor type - code
MP or MR           - R

Scheme code:
12

B1

A1

B

A

2
x
G

2xO-ring

BVR 7812 50 210 0,25

46 cst oil at 45°C

D
P

[b
a
r]

DP=f(Q)

Q[l/min]

B A�

50

10 20 30 40 50 60

10

0

20

30

40

60

70 80

Port threads G
-

G1/2 - DIN 3852

7/8-14UNF-ISO 11926

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro
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HYDRAULIC MOTOR BLOCKS

TYPE BV

B1 A1

B A

Code Hydraulic scheme

12

ORDERING CODE
BV   S  12   12

Type
Port threads G - code:

12
78

G1/2           -
7/8-14UNF  -

Hydraulic motor type - code
MS                - S

Scheme code:
12

Type Port threads GPnom.

barL/min -

Nom. flow rate

BVS 1212 50 210 G1/2 - DIN 3852

BVS 7812 50 210 7/8-14UNF-ISO 11926

D
mm

28,5

29,3

O-Ring
-

23,6x2,65

26x2

B

B1

A1

70

D

A

O-Ring

46 cst oil at 45°C

D
P

[b
a
r]

DP=f(Q)

Q[l/min]

B A�

50

10 20 30 40 50 60

10

0

20

30

40

60

70 80

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro
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HYDRAULIC MOTOR BLOCKS

TYPE BV

B1A1

BA

Code Hydraulic scheme

12

ORDERING CODE
BV   T  34   12 - 1

Type Port threads G - code:
34G3/4           -

Hydraulic motor type - code
MT - T

Scheme code:
12

Type
Port threads GPnom.

barL/min -

Nom. flow rate

BVT 3412 100 200 G3/4 - DIN 3852

bar

Opening pressure of the
check valve

0,5

10
5

92

45

96,5

11
6,

5

12
,5

Ø10,54x

16,54xØ

46

32
,5

21
,6

40

23

12,5

12,5

21
,6

12,5 12,5

21
,6

21
,6

23

32
,5

40

23

Ø342x

2xG

34,62xØ 2xO-ring 30x2,65

В

А

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro

Series
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVR 12 13

A1 B1

A B

Code Hydraulic scheme

13

B1

A1

B

A

ORDERING CODE
BV   R  12   13

Type Port threads G - code:
12G1/2           -

Hydraulic motor type - code
MP or MR           - R

Scheme code:
13

Type Port threads GPmax.

barL/min

BVR 1213 60 250 G1/2 - DIN 3852

-

Nominal flow rate
bar

60...250

Adj. pressure range
-

4,25:1

Pressure ratio

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVS .. 13

A1 B1

A B

Code Hydraulic scheme

13

12

11

42

5 32

22
5

32

16

38

21,5 62,5

102

145

75
45

13

Ф172x

Ф10,52x

28,52xФ2xO-ring 23.6x2.65

ORDERING CODE
BV   S  12   13

Type

Port threads G - code:
12G1/2                 -

7/8-14 UNF      - 78
22M22x1,5           -

Scheme code:
13

Hydraulic motor type - code
MS                - S

Type Port threads GPmax.

barL/min

BVS 1213 60 250 G1/2 - DIN 3852

-

Nominal flow rate

BVS 7813 60 250 7/8-14UNF - ISO 11926

bar

60...250

Adj. pressure range

60...250

BVS 2213 60 250 M22x1,5 - DIN 385260...250

-

4,25:1

Pressure ratio

4,25:1

4,25:1

В1

А1

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro



BVR 12 14
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HYDRAULIC MOTOR BLOCKS

TYPE BV

B1 A1

AB

Code Hydraulic scheme

14

ORDERING CODE BV   R  12   14

Type Port threads G - code:
12G1/2                 -

Scheme code:
14

Hydraulic motor type - code
MP or MR           - R

Type Port threads GPmax.

barL/min

BVR 1214 60 250 G1/2 - DIN 3852

-

Nominal flow rate
bar

60...250

Adj. pressure range
-

4,25:1

Pressure ratio

B1

A1

B

A

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro



BVR .. 17

ORDERING CODE

Page 8.35

HYDRAULIC MOTOR BLOCKS
TYPE BV

3, Vojeli St., Kazanlak, Bulgaria
Tel.: +359 431/62 228
e-mail: info@hpt-bg.com
www.hpt-bg.com

T

H
P
T

H
P nevmo

ehnika

idro

standard option

* The BVR1217 block is offered without the flow control valve

** The socket is for POCLAIN HYDRAULICS flow control valve type TVTP- (25; 50; 60)

BA

A1 B1

Code Hydraulic scheme

17*

BV   R  12    17

Type Port threads G - code:
12G1/2            -

Hydraulic motor type - code
MP or MR           - R

Scheme code:
17

30°

Ø29,18 - 0,0
0,1+

1 1/16 - 12 UN

30°

d

h
(m

ax
15

)

Ø22,23- 0,00
0,05+

A

Ø23,8 - 0,00
0,05+

0,02 A

0,02 A

0,1 A

2
,5

2
,5

R 0,8

R 0,8

0

3,3 - 0,0
0,4+

22

36,6

47

63,5

74

75,4

0,1 A

30°

Ø38D (min )

5

2
.5

2
.5

2
.5

An opening for building-in
of flow control valve**

1
1/

16
-1

2
U

N
13,53xØ

Ø8,53x

10
28,52xØ

2xO-ring

28

92 97

36 47

46

100 12

20
36

20
20

2xG

21

47

28
44

B1

A1

B

A

A
n

o
p

e
n

in
g

fo
r 

b
u

ild
in

g
-i
n

o
f 
fl
o
w

c
o
n
tr

o
l 
v
a
lv

e

Type
Port threads GPmax.

barL/min

BVR 1217* 80 250 G1/2 - DIN 3852

-

Flow rate max. “A”

L/min

57

Max. flow at “A1”

-

23,6x2,65

O-Ring

without the
flow control valve***

*** The flow control valve is assembled by the customer



BVR 12 18/A.. .- B.. .
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HYDRAULIC MOTOR BLOCKS

TYPE BV

ORDERING CODEORDERING CODE

Code ColourAdj. pressure range
barbar

10

25 180

80 10...100 White

Yellow30...250

-

Pressure range

Standard setting (Q=5l/min)

BV  R  12  18 / A10 A - B25 A

Type

Pressure range code
valve “B”:

10; 25

Hydraulic motor type - code:
MP or MR          - R

Scheme code:
18

Port threads G - code
12G1/2             -

Adjustment code:
A; B; C

(see table above)

Pressure range code
valve “A”:

10; 25

Adjustment code:
A; B; C

(see table above)

Code Adjustment

A
Leakproof hex.
socket screw

B
Handknob
and locknut

C Sealing cap
Type Port threads GPmax.

barL/min

BVR 1218/A.. .-B.. . 30 250 G1/2 - DIN 3852

-

Flow rate max.
-

5:1

Pilot ratio
-

23,6x2,65

O-Ring

Code Hydraulic scheme

18

B1 A1

B A

B
A

18

8
20

40 36
20

40

36

100
92

60

179

32 40

28

2xO-ring

�144x

�8,54x

S4

S4

colour

colour

B1

A1

B A

valve ”B”

valve ”A”

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVR 12 19/.. .-.. .

ORDERING CODE

Code Adjustment

A
Leakproof hex.
socket screw

B
Handknob
and locknut

C Sealing cap

Code ColourAdj. pressure range
barbar

10

25 180

80 10...100 White

Yellow30...250

-

Pressure range relief valve

Standard setting (Q=5l/min)

BV  R  12  19 / A10 A - B25 A

Type

Pressure range code
valve “B”:

10; 25

Hydraulic motor type - code:
MP or MR          - R

Scheme code:
09

Port threads G - code
12G1/2             -

Adjustment code:
A; B; C

(see table above)

Pressure range code
valve “A”:

10; 25

Adjustment code:
A; B; C

(see table above)

Code Hydraulic scheme

19

B1A1

BA

BA

C

97
,3

178

90

92

27

28
36

36

20
20

20
20

A1

B1
valve B

valve A

20
53

2048

33

G1

2xG

S4

S4

A

C

B

Type Port threads GPmax.

barL/min

BVR 1219 50 250 G1/2 - DIN 3852

-

Nominal flow rate

bar

60...250

Adj. pressure range
overcenter valve

-

4,25:1

Pressure ratio
overcenter valve

Port threads G1

G1/4 - DIN 3852

-

colour

55

10
Ф 13,54x

Ф 8,54x

28,52xФ

colour

2xO-ring 23,6x2,65

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro



BVR 12 20-1/.. .
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HYDRAULIC MOTOR BLOCKS

TYPE BV

ORDERING CODE

Code ColourAdj. pressure range
barbar

10

25 180

80 10...100 White

Yellow30...250

-

Pressure range

Standard setting (Q=5l/min)

BV  R  12  20-1 /  10 A

Type Hydraulic motor type - code:
MP or MR          - R

Scheme code:
20-1

Port threads G - code
12G1/2             -

Pressure range code
valve:
10; 25

Adjustments code
A; B; C

(see table above)

Code Adjustment

A
Leakproof hex.
socket screw

B
Handknob
and locknut

C Sealing cap
Type Port threads GPnom.

barL/min -

Nom. flow rate

BVR 1220-1/.. . 50 250 G1/2 - DIN 3852

-

O-ring

23,6x2,65

36

36

9

35

2020

2020

38

20

65

168

90

13
9

115

100

20

T

P

A

B

G

G

2xO-ring

�13,54

�8,54x

colour

Code Hydraulic scheme

20-1

A B

P T

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro



BVT 34 21/...

Page 8.39

HYDRAULIC MOTOR BLOCKS

TYPE BV

ORDERING CODE BV  R 21 / 034 8

Type

Hydraulic motor type - code:
M -Т Т

Scheme code:
21

Port threads G - code
G -3/4 34

Pressure range code valve:
80; 120; 175; 210

Type Port threads GPmax.

barL/min -

Nom. flow rate

BVT 3421/.. . 100 250 G3/4 - DIN 3852

Code Hydraulic scheme

21

Code
bar

80

120 120

80

Pressure range

Standard setting (Q=5l/min)

175

210 210

175

A1 B1

A B

A1

B1

44

23

12
,5

12
,5

31

21,6 21,6

40

21,6 21,6

12
,5

12
,5

20

39
,5

102

9094

31

44

40

23

16,54xФ

Ф10,54x

2xO-ring 30x2,65

S5 S5

А

В

2xG

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro



BVMH 38 23/.. .

Page 8.40

HYDRAULIC MOTOR BLOCKS

TYPE BV

ORDERING CODE

Code ColourAdj. pressure range
barbar

10

25 180

80 10...100 White

Yellow30...250

-

Pressure range relief valve

Standard setting (Q=5l/min)

BV  M  H  38  23 /  10 A

Type Hydraulic motor type - code:
MM                 - M

Scheme code:
23

Port threads G - code
12G1/2             -

Pressure range code
relief valve:

10; 25

Adjustments code
A; B; C

(see table above)

Code
Adjustment - relief

valve

A
Leakproof hex.
socket screw

B
Handknob

and locknut

C Sealing cap

Code Hydraulic scheme

23

BA

TP

Type Port threads GPmax.

barL/min

BVMH 3823 /... . 250 G3/8 - DIN 3852

-

Nom. flow rate

25

Port threads G1

G3/8

-

Connection with
hollow bolts

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro

colour

1 46

90

9037

93

12
12

40

2xG1

19

37 30,4

G

G

36

68

S4

P

T

BA



BVR .. 24

Page 8.41

HYDRAULIC MOTOR BLOCKS

TYPE BV

Type Port threads GPnom.

barL/min -

Nom. flow rate

BVR 1224 50 210 G1/2 - DIN 3852

ORDERING CODE
BV   R  12   24

Type Port threads G - code:
12G1/2           -

Hydraulic motor type - code
MP or MR           - R

Scheme code:
24

Code Hydraulic scheme

24

B1 A1

B A

95

70

36

9,
5

17

20
20

36

20
20

Ф13,54x

Ф8,54x

48

2xO-ring

28
39

33

2xG

B

A

А1

B1

-

O-rihg

23,6x2,65

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro



Type Port threads GPmax.

barL/min

BVT 3425 /... 200 G3/4 - DIN 3852

-

Nom. flow rate

100

BVT 34 25

Page 8.42

HYDRAULIC MOTOR BLOCKS

TYPE BV

ORDERING CODE

BV   T  34   25 / 12

Type Port threads G - code:
34G3/4            -

Hydraulic motor type - code
MT - T

Scheme code:
25

31,5

25
,5

21,6 21,6

40

23

21,6 21,6

12
,5

12
,5

12
,5

12
,5

103

10
0

10
3,

5

175,3

49
,548

11

34

71

35

21,5

18
40

27

18

50

54
,5

13

Ф174x

Ф10,54x

Ф34,62x

2xO-ring 30x2,65

Ф24

G 3/8

2xG

Ф332x
Ф20

G 1/4

Operating voltage - code:
12
24
110
220

12V/00Hz          -
24V/00Hz          -

110V/50Hz          -
220V/50Hz          -

А1

В1

Code Hydraulic scheme

25

A1 B1

F

A T B

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVR 12 26/.. .

ORDERING CODE BV  R  12  26 / 10 A

Type Hydraulic motor type - code:
MP or MR          - R

Scheme code:
26

Port threads G - code
12G1/2             -

Pressure range code
valve:
10; 25

Adjustment code:
A; B; C

(see table above)

Code Adjustment

A
Leakproof hex.
socket screw

B
Handknob
and locknut

C Sealing cap

Code ColourAdj. pressure range
barbar

10

25 180

80 10...100 White

Yellow30...250

-

Pressure range relief valve

Standard setting (Q=5l/min)

Type Port threads GPmax.

barL/min

BVR 1226/.. . 50 250 G1/2 - DIN 3852

-

Nominal flow rate

bar

60...250

Adj. pressure range
overcenter valve

-

4,25:1

Pressure ratio
overcenter valve

A1 B1

A B

Code Hydraulic scheme

26

16 36

8

36

20
20

92
100

20
20

45
28

37

22,5 59,5

2xG

Ф13,54x

Ф8,54x

2xO-ring

B

A

B1

A1

colour

S4

S4

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440

Tehnika

Hidro
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVR 1227 .. /.. .

Code Hydraulic scheme

27A

27B

Type Port threads GPmax.

barL/min

BVR 12.../... 60 250 G1/2 - DIN 3852

-

Nominal flow rate
-

23,6x2,65

O-Ring

ORDERING CODE BV   R  12   27A 24 / 25 A

Type

Port threads G - code:
12G1/2           -

Scheme code:
27A; 27B

Operating voltage - code:
12
24

12V/00Hz          -
24V/00Hz          -

B1A1

BA

B1A1

BA

Pressure range code
valve “B”:

10; 25

Adjustment code:
A; B; C

(see table above)

Code ColourAdj. pressure range
barbar

10

25 180

80 10...100 White

Yellow30...250

-

Pressure range

Standard setting (Q=5l/min)

Code Adjustment

A
Leakproof hex.
socket screw

B
Handknob
and locknut

C Sealing cap

9,
5

20
20

36

3624

20
20

95

90

42
25

206

38

71,52xO-ring

13,54xФ

Ф8,54x

2xG

29
,5

36

3624

colour

S4

Hydraulic motor type - code:
MP or MR           - R

Pnevmo

e-mail : info@hpt-bg.com
www.hpt-bg.com

3,Vojeli St.,Kazanlak , Bulgaria
Tel.: +359 431/ 62 228, 68 440
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Hidro



BVR 12 29-.../A.. .- B.. ./...
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HYDRAULIC MOTOR BLOCKS

TYPE BV

ORDERING CODEORDERING CODE

Code
ColourAdj. pressure range

barbar

10

25 180

80 10...100 White

Yellow30...250

-

Pressure range

Standard setting (Q=5l/min)

BV  R 12   29 / A10 A - B25 A / 24

Type

Pressure range code
valve “B”:

10; 25

Hydraulic motor type - code:
MP or MR          - R

Scheme code:
29

Port threads G - code
12G1/2             -

Adjustment code:
A; B; C

(see table above)

Pressure range code
valve “A”:

10; 25

Adjustment code:
A; B; C

(see table above)

Code Adjustment

A
Leakproof hex.
socket screw

B
Handknob
and locknut

C Sealing cap Type
Port threads GPmax.

barL/min

BVR 1229/A.. .-B.. ./..* 80 250 G1/2 - DIN 3852

-

Flow rate max. “A”

L/min

57

Max. flow at “A1”

-

23,6x2,65

O-Ring

Operating voltage-code:

12
24

12V/00Hz       -
24V/00Hz       -

30°

Ø29,18 - 0,0
0,1+

1 1/16 - 12 UN

30°

d

h
(m

ax
15

)

Ø22,23- 0,00
0,05+

A

Ø23,8 - 0,00
0,05+

0,02 A

0,02 A

0,1 A

2
,5

2
,5

R 0,8

R 0,8

0

3,3 - 0,0
0,4+

22

36,6

47

63,5

74

75,4

0,1 A

30°

Ø38D (min )

5

2
.5

2
.5

2
.5

An opening for building-in
of flow control valve**

Code Hydraulic scheme

29*

B1A1

BA

B
A

standard option

www.hpt-bg.com

3, Vojeli St., Kazanlak, Bulgaria
Tel.: +359 431/62 228
e-mail: info@hpt-bg.com

H
P
T

H
P
T

idro
nevmo
ehnika

105

36

20
20

26

36

36
20

10
0

68
10

4,
5

17
,5

37
,5

81

33

10

Ф13,53x

Ф8,53x

2xG

1
1/

16
-1

2 
U

N

203

3860 2xO-ring
28,52xØ

colour

valve "B"

coluor

valve "A"

А

B

An opening for building-in
of flow control valve

without the
flow control valve***

* The BVR1229/A...-B... block is offered without the flow control valve

** The socket is for POCLAIN HYDRAULICS flow control valve type TVTP- (25; 50; 60)

*** The flow control valve is assembled by the customer
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HYDRAULIC MOTOR BLOCKS

TYPE BV

BVR 1230 /...

Type Port threads GPmax.

barL/min

BVR1230/... 50 210 G1/2 - DIN 3852

-

Nominal flow rate
-

23,6x2,65

O-Ring

ORDERING CODE
BV   R  12    30  / 24

Type Port threads G - code:
12G1/2           -

Scheme code:
30

Hydraulic motor type - code
MR                - R

Operating voltage - code:
12
24
220

12V/00Hz          -
24V/00Hz          -

220V/50Hz          -

Pnevmo

e-mail : info@hpt-bg.com
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A1B1

AB

Code Hydraulic scheme

30

2 Ø28.5x

Ø8,54x

Ø13,54x

10

58

84

188

23

48 29

22
42

2xG

92

17 36

8
20

20

36

20
20

100

96
,5

2 O-Ringx


